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TRADE CONSUMABLES

A range of new 
and exciting 
products from 
Red Back…

New product!
Simply the best white tape on the 
market. It’s thick! Will not peel or 
shred! Twice as thick as its major 
competitor. 100% PTFE. 
Completely inert and suitable for natural gas and 
potable water.

Plumbers’ Tape

Tube Paste is a thread sealant for gas 
and water up to 30kpa. It is non-toxic, 
odourless  and will remain soft for the 
life of the product. Great for use on the 
back of flared fittings. 
Approved for potable water. Approved for natural 
gas and LPG DIN EN 751-2

Tube Paste

Ideal for lubricating all types of cutting 
work; drilling, thread cutting, and 
sawing into steel.
Unique design allows the lubricant 
to run to the cutting face and prolongs 
the life of cutting tools. Reduces drag 
on drilling machinery.

Cutting Lubricant

70 grams

7 metres

150 grams

CODE: RED409

CODE: RED403

CODE: RED406
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New product!
Leave a clean professional job every 
time. Silicone Clean Up is designed 
for removing uncured silicone from 
laminates, porcelain, steel roofing 
and gutters.
A great addition to the tool kit!

Silicone Clean Up
500ml

Simply spray Boot Grip on the boot 
sole for positive footing on wet and 
inclined metal surfaces.
Handy, no mess 150g aerosol.
Easy application.

GRIP. DON’T SLIP

Boot Grip

Used for cleaning and de-oxidizing 
copper prior to soldering. 
These waterproof reusable silicon 
carbide abrasive strips are far 
superior to steel wool and emery 
paper. Supplied in a plastic tub for 
convenient storage.

Cleaning Abrasive

Specifically designed for the 
lubrication of tapware and gate  
valves, this product has a 
working range of between –  
10ºC and 150ºC.

Approved for potable water.

Tap Lubricant

New product! 
New product for holding down 
roofing paper to steel battens.
Simply apply to top of steel 
batten. Remove waxed tape 
when ready to adhere
roofing paper.

Double Sided Tape
Simply add to water to trace 
water flows in sewage and storm 
water pipes. Each tub contains 
two 20 gram bags of dye, one 
green, one red. Drain Dye is 
completely non-toxic and safe for 
the environment.

Drain Dye

40 grams

No more leaks! 
Wonder Juice is the smart way to seal metal 
threads on pipe work for LPG, Natural Gas, 
Town Gas, and Potable Water. 
Wonder Juice sets hard, so it will never work 
loose, making it great for garden taps that are 
prone to becoming loose after installation.

Approved for LPG and Natural 
Gas. SGS approved for potable 
water. 
Approved to EU Standard DIN 
EN 751-2

Wonder Juice 50 ml

New product!
An exciting new development in pipe 
jointing. Unique design allows filament 
to crisscross the male thread, preventing 
slipping and resulting in a perfect joint 
every time. Functionally stable in a range 
from – 200ºC to 240ºC. Stringtite remains 
soft and pliant throughout its entire life 
and will not melt, burn, drip, dissolve, 
leach or become brittle. Stringtite 
contains no nylon, which means it can 
be used on gas and other fuels.

CODE: RED410

CODE: RED408 CODE: RED407 CODE: RED405

CODE: RED411 CODE: RED402

CODE: RED404 CODE: RED401

Approved for potable water and natural gas. 
UL listed; Seal material 28DZ file No. MH30084, not 
exceeding 32mm pipe size. In propane, butane, natural 
gas pressure not over 100psi. ISO 9002 Certified. WRAS; 
Listed and approved by the UK Water Regulations 
Advisory Scheme (BS6920) CSA file no.23943

Stringtite 150 Metres

33 metres

1.2 Metres

70 grams150 grams


